
5. BDA-2025-01982 
901 Liberty Avenue 
Penn-Liberty Historic District 
Downtown Neighborhood 
Building renovations including window and 

storefront replacement 
 



GENERAL SITE PLAN NOTES

1. Architectural site plans are provided for 
reference and and general layout coordination.  
Refer to Civil plans for details.
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1ARCHITECTURAL SITE PLAN











2.5 SECOND FLR 901
119' - 7 1/8"

1.5 FIRST HALF FLR 901
109' - 11 7/8"

3.5 THIRD FLR 901
132' - 11 1/4"

4.5 FOURTH FLR 901
146' - 4 5/8"

5.5 FIFTH FLR 901
159' - 9"

6.5 SIXTH FLR 901
173' - 2 1/4"

7.5 SEVENTH FLR 901
186' - 7"

8.5 EIGHTH FLR 901
198' - 1 5/8"

9.0 NINTH FLR 901
209' - 10 7/8"

0.0 BASEMENT 901
87' - 9"

F AB

2.0 SECOND FLR 903
116' - 4 7/8"

0.5 BASEMENT 903
88' - 11 7/8"

3.0 THIRD FLR 903
131' - 9 1/4"

4.0 FOURTH FLR 903
145' - 1 1/4"

5.0 FIFTH FLR 903
157' - 5 3/4"

6.0 SIXTH FLR 903
169' - 10"

7.0 SEVENTH FLR 903
181' - 9 3/4"

8.0 EIGHTH FLR 903
192' - 10 3/4"

8.7 ROOF (LOW) 903
203' - 7 1/2"

10.2 T.O. PARAPET 901
223' - 0 7/8"

1.2 FIRST FLR 903
100' - 0 1/2"

C

8.9 T.O. PARAPET 903
209' - 9 3/8"

D

10.0 ROOF 901
220' - 9 7/8"

E

1
A-303

10.3 ELEV OVERRUN 903
224' - 0 7/8"

1
A-304

A-203

14

141.1
Y1

Replace existing windows with 
single-hung aluminum-clad wood 
windows, typical in 903 building.

Paint existing steel storefront 
transom frames.

Paint existing steel storefront & 
sidelite frames.

Aluminum storefront entrance at 
proposed exit.

Replace steel storefront entrance 
door with aluminum storefront.

Paint existing steel facade.

Replace existing windows with 
single-hung aluminum 
windows, typical in 901 
building.

Replace existing window wall 
system with aluminum 
storefront or window wall 
system.

Replace existing aluminum 
storefront or window wall 
system with aluminum 
storefront.

Remove existing metal wall 
panels, clean & repoint existing 
masonry.

Replacement aluminum 
storefront.

Proposed signage location. 
Text to be determined.

Proposed metal-clad overbuild 
for roof terrace access.

Clean 100% of existing brick, 
terra cotta, and stone 
masonry.

Clean, repair, and paint wood 
pilasters & trim between windows, 
typical on 903 building at levels 2, 3, 
and 4.

Repoint existing masonry; assume 
25% of facade area.

Repoint existing masonry; 
assume 25% of facade area.

Clean cornices, typical. 
Rake clean sky-facing joints 
and replace with backer rod 
& sealant, typical.
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REMOVE PAINT FROM CONCRETE 
CURB, CLEAN AND SEAL

METAL COPING

5"8"

88.____

2.5 SECOND FLR 901
119' - 7 1/8"

1.5 FIRST HALF FLR 901
109' - 11 7/8"

3.5 THIRD FLR 901
132' - 11 1/4"

4.5 FOURTH FLR 901
146' - 4 5/8"

5.5 FIFTH FLR 901
159' - 9"

6.5 SIXTH FLR 901
173' - 2 1/4"

7.5 SEVENTH FLR 901
186' - 7"

8.5 EIGHTH FLR 901
198' - 1 5/8"

9.0 NINTH FLR 901
209' - 10 7/8"

0.0 BASEMENT 901
87' - 9"

FA B

2.0 SECOND FLR 903
116' - 4 7/8"

0.5 BASEMENT 903
88' - 11 7/8"

3.0 THIRD FLR 903
131' - 9 1/4"

4.0 FOURTH FLR 903
145' - 1 1/4"

5.0 FIFTH FLR 903
157' - 5 3/4"

6.0 SIXTH FLR 903
169' - 10"

7.0 SEVENTH FLR 903
181' - 9 3/4"

8.0 EIGHTH FLR 903
192' - 10 3/4"

8.7 ROOF (LOW) 903
203' - 7 1/2"

10.2 T.O. PARAPET 901
223' - 0 7/8"

1.3 FIRST FLR N 903
100' - 7 1/2"

1.2 FIRST FLR 903
100' - 0 1/2"

1.0 FIRST FLR N 901
98' - 4 7/8"

C

8.9 T.O. PARAPET 903
209' - 9 3/8"

D

10.0 ROOF 901
220' - 9 7/8"

E

1
A-303

10.3 ELEV OVERRUN 903
224' - 0 7/8"

1
A-304

Replace existing windows with 
single-hung aluminum windows, 
typical in 901 building.

Replace existing louvers with single-
hung aluminum windows, typical in 
901 building.

Provide single-hung aluminum 
windows in existing masonry 
openings, typical at lower two levels 
of 901 building.

Proposed opening in 
existing mass masonry wall 
with louver.

Proposed opening in existing 
mass masonry wall with 
single-hung aluminum-clad 
wood windows, typical in 903 
building at former elevator 
shaft.

Replace existing windows with 
single-hung aluminum 
windows, typical in 903 
building.

Replace existing window wall 
system with aluminum storefront or 
window wall system.

Clean 100% of existing brick, terra 
cotta, and stone masonry.

Repoint existing masonry; assume 
25% of facade area.

Clean cornices, typical. Rake clean 
sky-facing joints and replace with 
backer rod & sealant, typical.

Proposed metal-clad 
overbuild for roof terrace 
access.

Clean 100% of existing brick 
masonry.

Repoint existing masonry; 
assume 25% of facade 
area.
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REBUILD AREA OF 
FACADE BETWEEN THE 
EXISTING ELEVATOR 
SHAFT AND CHIMNEY 
AS REQ'D
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EXPOSED STL CHANNEL

STL DR CASING TO REMAIN

ROW LOCK ARCH (3 BRICKS HIGH)

ROW LOCK ARCH (3 BRICKS HIGH)

GENERAL EXTERIOR ELEVATION NOTES

1. See project manual for Historic Treatment 
Procedures.

2. Clean 100% of existing masonry.
3. Repoint 25% of existing masonry joints.
4. Rake clean all exsiting skyfacing joints (all 

materials) and replace w/ backer rod and 
sealant (color match to grout).
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Door Type

TAG LEGEND
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BUILDING ELEVATIONS -
SOUTH & NORTH

A-201

DESIGN DEVELOPMENT 65%

2025
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3/16" = 1'-0" A-201

1SOUTH ELEVATION

3/16" = 1'-0" A-201

2NORTH ELEVATION

KEYNOTE LEGEND

88.____ Glazing

NO. DESCRIPTION DATE



GENERAL EXTERIOR ELEVATION NOTES

1. See project manual for Historic Treatment 
Procedures.

2. Clean 100% of existing masonry.
3. Repoint 25% of existing masonry joints.
4. Rake clean all exsiting skyfacing joints (all 

materials) and replace w/ backer rod and 
sealant (color match to grout).

101
A1.1

Door Tag

Storefront Tag

Window Tag

Door Number

Door Type

TAG LEGEND

2.5 SECOND FLR 901
119' - 7 1/8"

1.5 FIRST HALF FLR 901
109' - 11 7/8"

3.5 THIRD FLR 901
132' - 11 1/4"

4.5 FOURTH FLR 901
146' - 4 5/8"

5.5 FIFTH FLR 901
159' - 9"

6.5 SIXTH FLR 901
173' - 2 1/4"

7.5 SEVENTH FLR 901
186' - 7"

8.5 EIGHTH FLR 901
198' - 1 5/8"

9.0 NINTH FLR 901
209' - 10 7/8"

0.0 BASEMENT 901
87' - 9"

0.5 BASEMENT 903
88' - 11 7/8"

4.0 FOURTH FLR 903
145' - 1 1/4"

10.2 T.O. PARAPET 901
223' - 0 7/8"

1.2 FIRST FLR 903
100' - 0 1/2"

1.0 FIRST FLR N 901
98' - 4 7/8"

1a 1b 1c 1d 1e 1f 1g 1i

10.0 ROOF 901
220' - 9 7/8"

1h

2
A-301

1
A-302

SALVAGED BRICK INFILL

Replace existing windows with 
single-hung aluminum 
windows, typical.

Replace existing aluminum 
storefront or window wall 
system with aluminum 
storefront.

Replace existing window wall 
system with aluminum 
storefront or window wall 
system.

Replacement aluminum 
storefront.

Replace existing entrance doors with aluminum 
storefront in existing opening.
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1
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EXIST STONE BANDING

EXISTING BRICK TO REMAIN

EXISTING BRICK TO REMAIN

REMOVE PAINT FROM 
CONCRETE CURB. CLEAN 
AND RESEAL

NEW WINDOW IN 
EXISTING MASONRY 
OPENING, TYP.
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BUILDING ELEVATIONS -
WEST

A-202

DESIGN DEVELOPMENT 65%

2025
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1WEST ELEVATION
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